
Clips Listing

All Clips produced from BeCu Alloy 172 1/2 HD and heat treated after forming.         
Part number

MAXI MINI

0,5 0.15-0.28 1,35 0,2 30   10 1,60 0,70   3 SC3.015 Q

0,6 0.18-0.33 1,65 0,28 30   9 1,80 0,80   3 SC3.018 R

0,71 0.30-0.43 1,52 0,38 250   42 1,70 0,90 1A 6 SC6.03 S

0,79 0.30-0.48 1,52 0,38 60   15 1,70 1,00 1A 6 SC6.03L T

0,81 0.35-0.5 1,9 0,46 140   35 2,10 1,00 2A 3 SC3 F

0,81 0.35-0.5 1,9 0,46 60   20 2,10 1,00 2A 3 SC3.L G

0,81 0.35-0.5 1,7 0,46 145   30 1,90 1,00 2A 4 SC4.SM E

1,11 0.40-0.56 2,1 0,43 320   50 2,70 1,40 3A 4 SC4 A

1,11 0.40-0.56 1,6 0,43 350   100 1,80 1,40 3A 4 SC4.SH D

1,11 0.40-0.56 2,1 0,46 35   15 2,70 1,40 3A 4 SC4.SL L

1,11 0.40-0.56 2,1 0,46 50   20 2,70 1,40 3A 4 SC4.VLI M

1,11 0.40-0.56 2,1 0,46 15   5 2,70 1,40 3A 6 SC6.ULI H

1,11 0.40-0.56 2,1 0,46 50   20 2,70 1,40 3A 6 SC6.VLI B

1,27 0.64-0.89 2,1 0,66 140   25 2,65 1,43 4A 6 SC6.065L U

1,35 0,56-0,81 2,97 385   50 3,05 1,70 5A 4 SC4.056  

1,32 0.65-0.85 2 0,66 100   30 2,60 1,43 5A 6 SC6.065 C

1,32 0.65-0.85 2 0,66 375   100 2,60 1,43 5H 6 SC6.065H  

1,39 0.94-1.1 1,65 1,01 160   50 2,00 1,80 8A 6 SC6.094 I

1,63 0,81-1,15 3,05 1020   110 3,30 1,90 8A 4 SC4.081H  

1,63 0,81-1,15 3,05 1,01 2270   200 3,30 1,90 8A 4 sc4.081SH  

1,63 0,81-1,17 3,05 0,99 420   140 3,60 1,90 8A 4 SC4.081  

1,75 0,91-1,27 3,81 325    55   3,95 2,00 8A 4 SC4.091  

1,73 1,01-1,27 2,16 1,015 300   75 2,30 1,90 8A 6 SC6.101  

2,03 1,01-1,5 3,81 375   35 3,95 2,30 10A 4 sc4.101  

2,23 1,21-1.62 3,15 400   60 3,40 2,60 11A 4 SC4.121 O

2,23 1,21-1.62 3,15 1,56   200 57 3,40 2,60 11A 4 SC4.121L  

2,75 1,65-2,08 3,75 1360   230 3,95 3,10 15A 4 SC4.165  

3,14 2,13-2,6 3 2,36 600   150 3,15 3,60 15A 6 SC6.213  
This list is not exhaustive. You can find other stamped or screw-machined clips by asking the Customiser service.
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