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PANTA® FIX POWER

A 05 – N 051 – A – 001 POW – 

PANTA® FIX POWERPANTA® FIX POWER

Pitch

e.g. A = 2,54 mm 

see pitch code

Number of pins

Insulation material

e.g. 

P = Polyester

E = PEN

K = Polyimide

Insulation Length

from 15-999 mm

Special length on request

Special designs

on request, drawing required

Termination styles

e.g. 

A = identical ends

AB = diffrent

see chart

PANTA® FIX POWER JUMPERS

ductor connectors, especially for applications with 

a current rating of 12 amperes. Solid round conduc-
® 

points.

BENEFITS
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Ready for installation
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Simultaneous soldering of all connection points in 
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TECHNICAL DATA

PANTA® FIX POWER JUMPER

Order code F A P N M C K J

 Pitch 2,5 2,54 3,5 3,96 5,0 5,08 7,0 7,5

Max. number of pins 15 15 8 8 8 8 8 8

Length 

Max. margin 

Min. margin 1,0 1,0 1,0 1,0 1,0 1,0 1,0 1,0

Pin diameter 0,72 0,72 0,91 0,91 0,91 0,91 0,91 0,91

American Wire Gauge 21 21 19 19 19 19 19 19

Flat conductor width 2,0 2,0 3,0 3,0 3,0 3,0 3,0 3,0

Flat conductor thickness 200

Conductor material

Current rating at 20°C 8 8 12 12 12 12 12 12

Voltage rating 
DC

300

Customer specials on request.

POWER Jumper - Insulation materials

Insulation Polyester PEN Polyimide

Insulation resistance
>1010

Operation temperature

Soldering temperature 250/4 260/5 260/5 260/5

Customer specials on request.
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PANTA® PIP JUMPER
PICK AND PLACE & REFLOW-SOLDERING

PANTA® FIX POWER MIT

MAS-CON© IDC

PANTA® FIX POWER SYSTEM

Pitch 2,54 3,96

Number of pins 2-15 2-8

Length 25 - 9 99

PinLength 2,5 - 10

Termination styles A,B or C

Min. margin 1,0 1,0

Pin diameter 0,72 0,912

American Wire Gauge 21 19

Flat conductor width 2,0/3,0

Flat conductor thickness 200

Conductor material

Current rating at 20°C 4 6

Voltage rating 
DC

300

HIGH POWER Connector

Pitch 3,96 HI-POWER

Number of pins 2-8

Type of connection IDC

American Wire Gauge 19

Conductor type massive

Polarization integrated

Coding pins

Current rating 6

Operation voltage

Operation temperature 

CHARACTERISTICS

MAS-CON© series, Type CEH

Pitch 3.96 mm, high power

N

I

Wire gauge AWG 19

Solid wires

Built-in polarization

Coding with coding pin

Current rating 6.0 A

Operating voltage acc. to VDE 0110-1/04.97

O

Please do not hesitate to ask for our processing ins

ructions for Panta® FIX POWER with MAS-CON© IDC.

MAS-CON©

Pitch 2.54 mm

N

I

Wire gauge AWG 21

Solid wires

Coding with coding pin

Current rating 4.0 A

Operating voltage acc. to VDE 0110-1/04.97

O

BENEFITS

Elimination of manual insertion and selective 

soldering

C

CHARACTERISTICS
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process 

I

Requires special nozzles 
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Please do not hesitate to ask for our processing 

instructions for PANTA® PIP JUMPER.
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PANTA® PIP JUMPERPANTA® FIX POWER


