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PANTA® FLL

A 05 – N 051 – 001 FLL – 

PANTA® FLL PANTA® FFL

Pitch

e.g. A = 2,54 mm 

see pitch code

Number of pins

Insulationsmaterial

e.g. 

P = Polyester

E = PEN

K = Polyimide

Insulation Length

from 15-999 mm

Special Lengthn on request

Special

Drawing required 

PANTA®  FLL 

ductor connectors. Small pitches and minute dimen-

sions allow connections in very small spaces.

BENEFITS

Immediately ready for installation
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Standard contact zone 2.5 mm

CHARACTERISTICS

F ®

F ® ZIF termination
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technology

Please do not hesitate to ask for our processing 

instructions for PANTA® FLL.

TECHNICAL DATA

Order code I U E G B D F A

Pitch 0,50 0,80 1,00 1,25 1,27 2,00 2,50 2,54

Number of pins 6-50 4-30 4-30 2-30 2-30 2-16 2-16 2-16

Length 

Total width 

Flat conductor width 0,3 0,5 0,7 0,8 0,7 1,35 1,5 1,5

Flat conductor thickness 
100

Conductor material

Current rating at 20°C 0,5 1,0 1,0 1,5 1,5 2,0 3,0 3,0

Voltage rating 
DC

60 100 200 200 200 200 300 300

Insulation Polyester PEN Polyimide

Insulation resistance 

(GRD-SIG-GRD)

>1010

Operation temperature 

Soldering temperature 250/4 260/5 260/5 260/5

Customer specials on request.
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your request online.
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